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BEARING COMPONENTS ARE SHOWN 
IN BOTH METRIC AND INCH UNITS.

For each part number the top line is millimeters, bottom line is inches.

BEARING COMPONENT WEIGHTS ARE SHOWN 
IN BOTH METRIC AND POUND UNITS.

For each part number the top line is kilograms, bottom line is pounds.

NOT TO BE USED AS A DESIGN MANUAL
This is not a manual for the selection of bearings for new applications.
Whenever it is necessary to select Timken bearings for new applications
consult the Bearing Selection Handbook or get in touch with the nearest
office of The Timken Company.

Every effort has been made to ensure that the data listed in this catalog is correct.
However, we cannot assume responsibility for possible error.

©COPYRIGHT 1999 BY THE TIMKEN COMPANY

BEARING
DIMENSION
CATALOG

WORLDWIDE LEADER IN BEARINGS AND STEEL



i

WARNING!

Failure to observe the following warnings could lead to a risk of serious bodily harm:

€ Never spin a bearing with compressed air.  The rollers may be forcefully expelled.

€ If a hammer and bar are used for bearing removal, fragments from the hammer, bar, or the bearing
can be released with high velocity.
NOTE: A mild steel bar is preferred since it is less susceptible to fragmenting.

€ When installing or removing bearings, always wear safety glasses or goggles.

Failure to observe the following instructions can result in equipment failure leading to a risk
of serious bodily harm:

€ Proper maintenance and handling practices are critical. Follow installation instructions and maintain
proper lubrication. 

€ Do not attempt to disassemble unitized bearings. Components may be damaged.

€ Do not use a damaged bearing.

€ Do not mix parts of matched assemblies. Bearing damage could result.

Actual bearing performance is affected by many factors beyond the control of The Timken Company.
Therefore, the feasibility of all bearing applications should be validated by the customer. The data
contained in this guide is intended for reference purposes and will assist you in part number and
external bearing dimension identification.
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